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Zone Valves Replacement Heads
Maximum Ambient Temperature: 125 F (52 C)

Product 
Number Description

Electrical 
Connection 
Location Voltage

Fre-
quency

Aux Switch 
Ratings

Used With 
Valve Action

Used 
With 
Valve

40003916-021/U 24 Vac, 50/60 Hz 
Replacement head for 
V8043A

Same side of 
manual lever

24 Vac 50 Hz; 
60 Hz

— Spring return 
to close

Two-way

40003916-023/U 240 Vac, 50 Hz Replacement 
head for V4043A, 240V, 50Hz

Same side of 
manual lever

240 Vac 50 Hz — Spring return 
to close

Two-way

40003916-024/U 120 Vac, 60 Hz Replacement 
head for V4043A

Same side of 
manual lever

120 Vac 60 Hz — Spring return 
to close

Two-way

40003916-025/U 24 Vac, 50/60 Hz 
Replacement head with End 
Switch for V8044E

Same side of 
manual lever

24 Vac 50 Hz; 
60 Hz

4.4 A running @ 
120 V; 50 VA pilot 
duty @ 24 V

Spring return 
to close “A” 
port

Diverting

40003916-026/U 24 Vac, 50/60 Hz 
Replacement head with End 
Switch for V8043E

Same side of 
manual lever

24 Vac 50 Hz; 
60 Hz

4.4 A running @ 
120 V; 50 VA pilot 
duty @ 24 V

Spring return 
to close

Two-way

40003916-027/U 24 Vac, 50/60 Hz, N.O. 
Replacement head for 
V8043B

Same side of 
manual lever

24 Vac 50 Hz; 
60 Hz

— Spring return 
to open

Two-way

40003916-030/U 240 Vac, 60 Hz, N.O. 
Replacement actuator for 
V4043B

Same side of 
manual lever

240 Vac 60 Hz — Spring return 
to open

Two-way

40003916-031/U 120 Vac, 60 Hz, N.O. 
Replacement head for 
V4043B

Same side of 
manual lever

120 Vac 60 Hz — Spring return 
to open

Two-way

40003916-032/U 24 Vac, 50/60 Hz 
Replacement head for 
V8044A

On opposite 
side of 
manual lever

24 Vac 50 Hz; 
60 Hz

— Spring return 
to close “A” 
port

Diverting

40003916-035/U 220/240 Vac, 50/60 Hz On opposite 
side of 
manual lever

240 Vac; 
220 Vac

50 Hz; 
60 Hz

— Spring return 
to close “A” 
port

Diverting

40003916-036/U 120 Vac, 60 Hz Replacement 
head for V4044

On opposite 
side of 
manual lever

120V 60 Hz — Spring return 
to close “A” 
port

Diverting

40003916-037/U 24 Vac, 50/60 Hz 
Replacement head for 
V8044B, With Aquastat 
Switch

On opposite 
side of 
manual lever

24 Vac 50 Hz; 
60 Hz

— Spring return 
to close “A” 
port

Diverting

40003916-040/U 120 Vac, 60 Hz Replacement 
head for V8044B, With 
Aquastat Switch

On opposite 
side of 
manual lever

120 Vac 60 Hz — Spring return 
to close “A” 
port

Diverting

40003916-041/U 120 Vac, 60 Hz Replacement 
head for V4043E, Steam 
Valve

Same side of 
manual lever

120 Vac 60 Hz — Spring return 
to close

Two-way

40003916-043/U 24 Vac, 50/60 Hz 
Replacement head with End 
Switch for V8044E

Same side of 
manual lever

24 Vac 50 Hz; 
60 Hz

4.4 A running @ 
120 V; 50 VA pilot 
duty @ 24 V

Spring return 
to close “A” 
port

Diverting

40003916-044/U 24 Vac, 50/60 Hz 
Replacement head for 
V8044B, with Aquastat

Same side of 
manual lever

24 Vac 50 Hz; 
60 Hz

— Spring return 
to close “A” 
port

Diverting

40003916-045/U 120 Vac, 60 Hz Replacement 
head for V4044B, with 
Aquastat

Same side of 
manual lever

120 Vac 60 Hz — Spring return 
to close “A” 
port

Diverting

40003916-046/U 24 Vac, 50/60 Hz 
Replacement head for 
V8044A

Same side of 
manual lever

24 Vac 50 Hz; 
60 Hz

— Spring return 
to close “A” 
port

Diverting

40003916-047/U 120 Vac, 60 Hz Replacement 
head for V4044A, 120V, 
60Hz, with 96" leads

Same side of 
manual lever

120 Vac 60 Hz — Spring return 
to close “A” 
port

Diverting

40003916-048/U 24 Vac, 50/60 Hz 
Replacement head for 
V8043F, With End Switch

Same side of 
manual lever

24 Vac 50 Hz; 
60 Hz

4.4 A running @ 
120 V; 50 VA pilot 
duty @ 24 V

Spring return 
to close

Two-way


