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MX Series Valves
LARGE FLOW PROPORTIONAL THERMOSTATIC MIXING
OR DIVERTING VALVE

APPLICATION
Any application requiring accurate control of water 
temperature based on mixing of hot and cold water, such 
as: Domestic water for hotels, schools, hospitals, nursing 
homes, offices, public facilities, commercial and industrial 
buildings, space heating, central distribution systems, 
heat pump systems, radiant floor heating, combo systems 
and industrial applications.

Installer:
1. Fill in measured discharge temperature on CAU-

TION label.
2. Attach CAUTION label to MX series valve.
3. Explain CAUTION label to owner.
4. Leave this instruction sheet with owner or on the 

job site.

Benefits
The MX Series thermostatic mixing valve provides energy 
savings, increased comfort and safety for the user.

PRODUCT SPECIFICATIONS
• Dual purpose mixing or diverting valve.
• Constant water temperature under different 

operating conditions.
• Proportional valve (control of hot and cold water).
• Flow reduction in seconds if cold water supply is 

interrupted.
• Temperature adjustable.
• Union NPT models (1 in., 1-1/4 in., 1-1/2 in., and 2 in.).
• Flange connection models (2-1/2 in. and 3 in.).
• Install in any position, heat trapping not required.
• Recirculation connection for fast response.
• Brass / stainless steel construction.
• Moving parts Teflon® coated to prevent calcium and 

lime deposits.

• Allen wrench for temperature adjustment included.
• Maximum pressure differential between hot and cold 

ports is 7 psi.
• ASSE 1017 Listed.
• CSA approved.
• Lead Free Plumbing Code Compliance: the wettable 

surfaces of lead-free models contain less than 0.25% 
of lead by weighted average.
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SPECIFICATIONS

Fig. 1. Dimensions of Union NPT model.

Fig. 2. Dimensions of Flange model.

Maximum working pressure:   150 psi (1034 kPa).
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Table 1. MX Series Valve Models.

Product 
Number Size NPT Cv

Min. 
Flow 

(GPM)
GPM @ 
30 psi

Temp. 
Range

Weight in 
Lbs (kg)

Dimensions in inches (mm)

A B C D
MX127LF 1 in. 4.0 1.0 22 113°-149° F

(45°-65° C)
3.6 (1.6) 2.8 (66) 3.7 (94) 6.5 (165) 6.0 (152)

MX128LF 1-1/4 in. 9.3 2.5 50 6.4 (2.9) 3.3 (84) 4.4 (112) 7.7 (196) 6.9 (175)

MX129LF 1-1/2 in. 13.5 3.5 75 8.4 (3.8) 3.6 (91) 5.0 (127) 8.6 (218) 7.0 (178)

MX130LF 2 in. 18.0 5.0 100 13.1 (5.9) 4.2 (107) 5.8 (147) 10.0 (254) 7.3 (185)

MX131LF*
*

2-1/2 in. 
Flange

34.0 10.5 186 113°-149° F
(45°-65° C)

51 (23.1) 5.7 
(144.8)

5.7 
(144.8)

11.4 
(289.6)

4.0 
(101.6)

MX132LF*
*

3 in. 
Flange

50.0 15.8 274 113°-149° F
(45°-65° C)

62 (28.1) 6.1 
(154.9)

6.1 
(154.9)

12.2 
(309.9)

4.0 
(101.6)

MX 050-RP Recirculation Adapter Kit 0.2 (0.1)

* Union models include 1/2-in. recirculation adapter.
** Flange models recirculation adapter size (MX131LF 1 in. and 
MX132LF 1-1/4 in.)
Maximum Temperature:
MX127LF, 128LF, 129LF, 130LF, 131LF, 132LF: 221° F (105°C)

Maximum working Pressure 150 psi (1034 kPa).
Minimum temperature difference between hot and mix 
should be 10° F (6° C).


	Application
	Benefits

	Product Specifications
	SPECIFICATIONS


<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.5
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness false
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages false
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages false
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages false
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 300
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages false
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<
    /ENU ([Based on 'TechLit-INDD'] An attempt at replicating the Tech Lit standards in InDesign.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides true
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /BleedOffset [
        0
        0
        0
        0
      ]
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /ClipComplexRegions true
        /ConvertStrokesToOutlines false
        /ConvertTextToOutlines false
        /GradientResolution 300
        /LineArtTextResolution 1200
        /PresetName ([High Resolution])
        /PresetSelector /HighResolution
        /RasterVectorBalance 1
      >>
      /FormElements false
      /GenerateStructure true
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MarksOffset 6
      /MarksWeight 0.250000
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PageMarksFile /RomanDefault
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
    <<
      /AllowImageBreaks true
      /AllowTableBreaks true
      /ExpandPage false
      /HonorBaseURL true
      /HonorRolloverEffect false
      /IgnoreHTMLPageBreaks false
      /IncludeHeaderFooter false
      /MarginOffset [
        0
        0
        0
        0
      ]
      /MetadataAuthor ()
      /MetadataKeywords ()
      /MetadataSubject ()
      /MetadataTitle ()
      /MetricPageSize [
        0
        0
      ]
      /MetricUnit /inch
      /MobileCompatible 0
      /Namespace [
        (Adobe)
        (GoLive)
        (8.0)
      ]
      /OpenZoomToHTMLFontSize false
      /PageOrientation /Portrait
      /RemoveBackground false
      /ShrinkContent true
      /TreatColorsAs /MainMonitorColors
      /UseEmbeddedProfiles false
      /UseHTMLTitleAsMetadata true
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


	Job Name: 
	Engineer: 
	ModelsRow1: 
	Qty: 
	Notes: 
	Mechanical Contractor: 
	ModelsRow2: 
	Qty_2: 
	Notes_2: 
	Contractor s PO No: 
	ModelsRow3: 
	Qty_3: 
	Notes_3: 
	Representative: 
	Approval: 
	Notes_4: 
	Service: 
	Tag No: 


