MODEL

REF

CUSTOMER HP VOLTS AMPS HZ RPM

ROTATION CAT. NO.

DESCRIPTION / REMARKS

K55BWTAJ-8136

STANDARD 1 115 11241 60 1075/3 SPD

CCW LEAD END REV 8906
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WARNING LABEL
2 LEADS, #18, .031 THICK INSUL.
TO EXTEND BEYOND MOTOR
(2) BROWN= 24.00021.0, ONE
BROWN LEAD TO BE STRIPED
(2) .250 INSULATED STRAIGHT TYPE. Q.C.
TERMS. WITH INSUL. GRIP ON BROWN LEADS.
L LEAD SKINNED
750+.062
4 LEADS #16, .031 THICK INSUL.
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- ’ T » . - VIEWING LEAD END WITH ORG TO ORG
BLUE= 24.000+1.0, RED= 24.000+1.0 & YEL TO YEL. TO REVERSE ROTATION z
(4) LEADS, #18 .031 THICK INSUL. INTERCHANGE ORG & YEL LEADS. S
(2) YELLOW & (2) ORANGE FOR &

#16 GREEN GROUND LEAD TO BE
12.000+.250 BETWEEN CENTERS OF
TERMS. TERM. TO FIT #10 SCREW

REVERSING ROTATION 4.000+2-0
NIDEC MOTOR CORPORATION 08-Jun-17

20. MFD 370 VAC CAPACITOR
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COLOR CODE
WHITE-COMMON
BLACK-HIGH
BLUE-MEDUIM
RED-LOW
BROWN-CAPICITOR
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